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Shower panel with electronic timer
and thermostatic mixer

A Cost Saving Solution
Investment in the 'timed smart-shower' can be
recuperated in less than 6 months.
Using the example of a club with 1,000 members and
a daily attendance of 300, with 24 showers installed.
This would mean approximately 300 showers per
day, saving 26 cubic meters of water per day, at a cost
of €7 per cubic meter of hot water (at 38 degrees),
which means a daily saving of €182 / per day,
a m o u n t i n g t o f u l l i n v e s t m e n t r e co v e r y i n
approximately 52 days.

Flow

Wetting

Soaping

2 min

3 min

1.5 min
3 x 30'

Rinsing

Consumption

2 min

105 L
7 min

1.5 min
3 x 30'

18 L
3 min

YOUR COST SAVING 83%

Possible conﬁgurations
Product

Color

Nozzle

Thermostatic Mixer

Hand Shower

Power

EVDH

R9003 - RAL Code 9003
DT 2595350 - Dreamstime Image Code
CIP - Client Image Printed

CF - 10l / min
SN - 6l / min
GR - 15l / min

TMY - With Thermostatic Mixer
TMN - Without Thermostatic Mixer

HSY - With Hand Shower
HSN - Without Hand Shower

12V - 12 Volt DCC
6B - 6V Batery

Anti limescale shower head
Our glass shower panels are equipped with showerheads that complement the
shower areas with a stylish yet functional design. To ensure a long service life of
the nozzle plate we selected Hostaform POM, a versatile material delivering
outstanding wear resistence to moisture, aggressive cleaning agents, acids and
chlorine.

Soft Press Button Guaranteed for 500,000 Cycles
The LED illuminated 'Soft Press Button' on the front of the glass panel starts with
the gentlest touch and is guaranteed for 500,000 cycles.

Thermostatic Mixer with Antiscalding Protect
Regardless of the temperature difference between the hot and cold water
supplies, the shower water temperature remains constant.
System advantafe: Anti-scald safety function, which immediately shuts off the
hot water flow in the event of cold water supply failure at the inlet.
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EVODUSCH

Panou de duș din sticlă cu temporizare electronică

3

SHOWER PANEL WITH THERMOSTATIC MIXER

TECHNICAL DRAWING

SHOWER HEAD NOZZLE
The nozzle and the shower head interior are created
from Hostaform, which has high temperature
resistance, prevents lime scale deposits, can
withstand chlorine and aggressive cleaning agents
and does not require periodic maintenance.

SHOWER HEAD
The shower-head body is made of chromium
plated massive brass and the shower-head
has been designed with rounded profiles to
prevent vandalism.

The standard shower head includes a CF nozzle with
a flow rate of 10L/min and draws a 90 cm water circle
on the floor at a pressure of 3 bar.
Optionally, 6L/min, SN nozzles can be ordered that
draw an 80cm water circle at the same pressure, or
GR nozzles with a flow rate of 15L/Min at the same
pressure and a water circle of 50cm.

Water Flow : 10l/min
Water Circle on Floor : 90 cm
Working Pressure : 2-6 bar
Optimal Pressure : 3 bar
Shower Head height : 210 cm

CF NOZZLE

Water Flow : 10l/min
Water Circle on Floor : 90 cm
Working Pressure : 2-6 bar
Optimal Pressure : 3 bar
Shower Head height : 210 cm

GR NOZZLE

Water Flow : 6l/min
Water Circle on Floor : 80 cm
Working Pressure : 2-6 bar
Optimal Pressure : 3 bar
Shower Head height : 210 cm

SN NOZZLE

IN STANDARD

EVOCLEAN GLASS

For SN and CF nozzles, the water jet angle can be
adjusted by 15 degrees.

A special treatment is applied to the glass
surface to allow for easy maintenance.

OPTIONAL

EVOKERAM R
The glass manufacturer applies a layer of coloured
ceramic enamel to the back of the glass, which then
fuses with the glass as it is being heated to about
720 degrees during the tempering process.

SHOWER PRESS BUTTON

The integrated colour does not change or fade and
can not be effected by moisture or cleaning agents.

Button that triggers the water opening
circuit for the shower head.

EVOKERAM R is 5 times more resistant to mechanical
stress than normal glass.

OPTIONAL

The mixed water circuit opens for a period of
30 seconds (factory setting), the
administrator being able to change this
setting by a multiple of 5 seconds until the
maximum 3 minute interval is reached.

The car tridge technolog y ensures this by
immediately closing the output circuit if there is a
blockage in the cold water supply.

Shower Head
Press Button

The button comes from a reputable vendor,
has been tested extensively and is
guaranteed for 500,000 cycles.

Our shower thermostats include a safety setting that
prevents the user from increasing the set maximum
temperature, preventing any risk of scalding.

44

70
Thermostatic Mixer

THERMOSTATIC MIXER
Thermostatic mixer with scalding protection
system.

COLD / WARM Water
Connection G1/2''

Water Connection

In HOTEL USE, the programming is done so
that by simply pressing the button, the
circuit opens, requiring a new push to close
the circuit. If the button is not pressed within
5 minutes, the automatic circuit closes.

12V DCC, 2x1.5

Wall Fixing Screw

The STANDARD software is programmed so
that it simply starts for 30 seconds and then
stops if the button is not pressed again.

CERAMIC PRINTED
Regardless of the cleaning solutions used,
aggressive or otherwise, the colour and
quality of the glass cannot be tarnished,
scratched or faded due to the fact that the
area is ceramic enamel printed.
It will look brand new for its entire life-span.

900 mm for CF noozle

EVDH.R6018.CF.TMY.HSN.12v
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Glass shower panel with electronic timer
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SHOWER PANEL WITH HAND SHOWER

TECHNICAL DRAWING

SHOWER HEAD NOZZLE
The nozzle and the shower head interior are created
from Hostaform, which has high temperature
resistance, prevents lime scale deposits, can
withstand chlorine and aggressive cleaning agents
and does not require periodic maintenance.

SHOWER HEAD
The shower-head body is made of chromium
plated massive brass and the shower-head
has been designed with rounded profiles to
prevent vandalism.

The standard shower head includes a CF nozzle with
a flow rate of 10L/min and draws a 90 cm water circle
on the floor at a pressure of 3 bar.
Optionally, 6L/min, SN nozzles can be ordered that
draw an 80cm water circle at the same pressure, or
GR nozzles with a flow rate of 15L/Min at the same
pressure and a water circle of 50cm.

Water Flow : 10l/min
Water Circle on Floor : 90 cm
Working Pressure : 2-6 bar
Optimal Pressure : 3 bar
Shower Head height : 210 cm

CF NOZZLE

Water Flow : 10l/min
Water Circle on Floor : 90 cm
Working Pressure : 2-6 bar
Optimal Pressure : 3 bar
Shower Head height : 210 cm

GR NOZZLE

Water Flow : 6l/min
Water Circle on Floor : 80 cm
Working Pressure : 2-6 bar
Optimal Pressure : 3 bar
Shower Head height : 210 cm

SN NOZZLE

IN STANDARD

EVOCLEAN GLASS

For SN and CF nozzles, the water jet angle can be
adjusted by 15 degrees.

A special treatment is applied to the glass
surface to allow for easy maintenance.

OPTIONAL

EVOPRINT - FULL PRINT
The glass manufacturer applies a layer of coloured
ceramic enamel to the back of the glass, which then
fuses with the glass as it is being heated to about
720 degrees during the tempering process.

HAND SHOWER PRESS BUTTON

The integrated colour does not change or fade and
can not be effected by moisture or cleaning agents.

Button that triggers the water opening
circuit for the shower head.

EVOKERAM R is 5 times more resistant to mechanical
stress than normal glass.

OPTIONAL

The mixed water circuit opens for a period of
30 seconds (factory setting), the
administrator being able to change this
setting by a multiple of 5 seconds until the
maximum 3 minute interval is reached.

The button comes from a reputable vendor,
has been tested extensively and is
guaranteed for 500,000 cycles.

Thermostatic mixer with scalding protection
system.
Our shower thermostats include a safety setting that
prevents the user from increasing the set maximum
temperature, preventing any risk of scalding.
The car tridge technolog y ensures this by
immediately closing the output circuit if there is a
blockage in the cold water supply.

Shower Head

44

Press Button

THERMOSTATIC MIXER

COLD / WARM Water
Connection G1/2''

70
Thermostatic Mixer

In HOTEL USE, the programming is done so
that by simply pressing the button, the
circuit opens, requiring a new push to close
the circuit. If the button is not pressed within
5 minutes, the automatic circuit closes.

12V DCC, 2x1.5

Water Connection

The STANDARD software is programmed so
that it simply starts for 30 seconds and then
stops if the button is not pressed again.

Button that controls the opening of the shower head
water circuit.

Wall Fixing Screw

SHOWER PRESS BUTTON

CERAMIC PRINTED
Regardless of the cleaning solutions used,
aggressive or otherwise, the colour and
quality of the glass cannot be tarnished,
scratched or faded due to the fact that the
area is ceramic enamel printed.
It will look brand new for its entire life-span.

900 mm for CF noozle

EVDH.DT2595350.CF.TMY.HSY.12v
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Glass shower panel with electronic timer
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SHOWER PANEL FOR MIXED WATER

SHOWER HEAD
The shower-head body is made of chromium
plated massive brass and the shower-head
has been designed with rounded profiles to
prevent vandalism.

TECHNICAL DRAWING
On our website, www.xglas.eu/en/shower-panel/, you can ﬁnd the .dxf ﬁle at a scale of 1: 1 in mm, to be easily inserted into your projects.
As required, the shower panel can be ordered with a 6L/Min nozzle for more economy, or with a 15L/Min nozzle for more comfort, these being
optional and will need to be speciﬁed in the order.
The standard equipment is a 10L/min nozzle.

SHOWER HEAD NOZZLE
The nozzle and the shower head interior are created
from Hostaform, which has high temperature
resistance, prevents lime scale deposits, can
withstand chlorine and aggressive cleaning agents
and does not require periodic maintenance.
The standard shower head includes a CF nozzle with
a flow rate of 10L/min and draws a 90 cm water circle
on the floor at a pressure of 3 bar.

EVOCLEAN GLASS

Optionally, 6L/min, SN nozzles can be ordered that
draw an 80cm water circle at the same pressure, or
GR nozzles with a flow rate of 15L/Min at the same
pressure and a water circle of 50cm.

Water Flow : 10l/min
Water Circle on Floor : 90 cm
Working Pressure : 2-6 bar
Optimal Pressure : 3 bar
Shower Head height : 210 cm

CF NOZZLE

Water Flow : 10l/min
Water Circle on Floor : 90 cm
Working Pressure : 2-6 bar
Optimal Pressure : 3 bar
Shower Head height : 210 cm

GR NOZZLE

Water Flow : 6l/min
Water Circle on Floor : 80 cm
Working Pressure : 2-6 bar
Optimal Pressure : 3 bar
Shower Head height : 210 cm

SN NOZZLE

IN STANDARD

OPTIONAL

A special treatment is applied to the glass
surface to allow for easy maintenance.

For SN and CF nozzles, the water jet angle can be
adjusted by 15 degrees.

SHOWER PRESS BUTTON

MIXED Water
Connection G1/2''

The mixed water circuit opens for a period of
30 seconds (factory setting), the
administrator being able to change this
setting by a multiple of 5 seconds until the
maximum 3 minute interval is reached.
The STANDARD software is programmed so
that it simply starts for 30 seconds and then
stops if the button is not pressed again.

EVOKERAM R is 5 times more resistant to mechanical
stress than normal glass.

In HOTEL USE, the programming is done so
that by simply pressing the button, the
circuit opens, requiring a new push to close
the circuit. If the button is not pressed within
5 minutes, the automatic circuit closes.

Press Button

The integrated colour does not change or fade and
can not be effected by moisture or cleaning agents.

44

Water Connection

The glass manufacturer applies a layer of coloured
ceramic enamel to the back of the glass, which then
fuses with the glass as it is being heated to about
720 degrees during the tempering process.

Shower Head

EVOKERAM R

12V DCC, 2x1.5

Wall Fixing Screw

Button that triggers the water opening
circuit for the shower head.

OPTIONAL

70

The button comes from a reputable vendor,
has been tested extensively and is
guaranteed for 500,000 cycles.

900 mm for CF noozle

For a correct and long-lasting operation, we recommend a constant optimum pressure of 3 bar, a constant ﬂow according to the nozzle used,
a 45-mesh particle ﬁlter installed and a water hardness of not more than 5 dGH.
EVDH.R6018.CF.TMN.HSN.12v
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Glass shower panel with electronic timer
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